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THRU

1/4-100 ADJUSTMENT 
SCREWS FIT 2.0mm HEX.

2 PLACES. ADJUSTMENT PRE-TENSIONING SCREW 
FITS 2.0mm HEX, RECOMMENDED 
TORQUE .13 N-m, 2 PLACES.

M4 SET SCREW FOR 
HOLDING OPTIC, FITS 
2.0mm HEX
2 PLACES.

M4 THREAD THRU 
FOR MOUNTING, 
2 PLACES.

CLEARANCE HOLE THROUGH TO AN M4 
THREADED HOLE OR CLEARANCE FOR 

M3 CAP SCREW MOUNTING, 2 PLACES.

M3 X .25 DEEP THREADED HOLE, 4 
PLACES EQUALLY SPACED ON A 
2.210 BOLT CIRCLE, BOTH SIDES.

2.050 X .325 DEEP, 
HOLDS 2.00 OPTIC, 

BOTH SIDES.
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 .31 

 1.874 

2-56 x .14 DEEP, 
3 PLACES ON 2 SIDES 

(FOR USE WITH IXF2.0fl)

M3x .25 DEEP 
THREADED HOLE, 2 
PLACES, BOTH SIDES.


	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4
	Drawing View5


